KAHNTACT USA INC

ALCO SENSOR IV BLACK DOT VERSION 

INSTRUCTIONS
1) ASIV must be plugged into printer.

2) Turn printer on.

3) Insert mouthpiece into ASIV.  NOTE:  ASIV will display date, time, test #, and will repeat the display.
4) Have the subject read the test number aloud.

5) Air blank will be performed automatically.  Please wait – the device will display “.000”.

6) When ASIV reads "test," instruct the subject to exhale forcefully, steadily, and gradually as long as possible.  (A click will be heard upon sampling.)
7) ASIV will automatically print test results. “SET” appears. Press the black button above the word SET on the front plate of the Alco Sensor IV. Eject the mouthpiece by pressing the red button on the right side of the front plate of the Alco Sensor IV.
8) If the test is positive, the unit will count down a 15 minute wait period-  insert mouthpiece to determine time remaining (of the 15 min). Repeat steps 3-6.

PRINTING THE PREVIOUS TEST

1) The ASIV must be attached to the printer and the printer must be turned ON.

2) Insert the mouthpiece while depressing the RECALL button, print will display momentarily.

3) Press the manual button and the last test will be displayed.

EXTERNAL CALIBRATION CHECK

(Monthly and after a positive confirmation)

1) ASIV must be plugged into printer and printer must be turned on to obtain a printout.

2) Insert mouthpiece.  ASIV will display date, time, test #, and will repeat the display.

3) When the word TEST appears, press the recall button until CHEK is displayed; press MANUAL button.

4) Press the regulator control button OR blow into the inlet port of the simulator for 7 seconds.  On the 5th second press the MANUAL button to take a sample.  Release the regulator control button OR stop blowing into the port of the simulator on the 7th second.

5) Carefully detach the mouthpiece from the regulator OR the simulator ensuring that the mouthpiece is not disengaged from the unit.

6) Observe and record the 3-digit reading.  If it does not meet specified tolerances, the unit requires a calibration adjustment.

MEMORY

When more than 74 tests have been stored in memory MEM WARN will display when the next test is initiated.  The MEM WARN message will be displayed at the beginning of each test until the memory is erased or memory storage reaches capacity.  When the 86th test is initiated, MEM FULL will display indicating that no tests can be run until the stored data is erased from memory.

ERASING MEMORY

Depressing Switch F3 with the function switch key while the mouthpiece is inserted will prompt ERS? to appear on the display.  If Switch F3 is pressed a second time, ERSD will appear indicating that the data has been erased.

SETTING DATE & TIME

To set time and date remove the battery cover.  The time/date adjust mode can be entered by simultaneously holding down the MANUAL button and inserting the mouthpiece.  Hold the MANUAL button down until “M – XX” is displayed.  (“M” represents MONTH and “XX” represents the month recorded in memory).  If the month needs to be adjusted, increase or decrease the number incrementally by depressing Switch F1 or Switch F2.  Once the proper month is displayed depress the furthest switch to the right (F3).  Pressing Switch F3 stores the month in memory and advances the screen to “D-XX” (Day).  Use the same procedure to set the proper day.  “Y-XX” is next (Year) (see NOTE below) follow by “H-XX” (Hour in military time) and finally “M-XX” (minute).  After the minute is entered by depressing F3 the new date/time will display.

Note:  Ejecting the mouthpiece before entering the minute data will cause the time/date to default back to the previous time/date information that was entered.  There is a lithium battery backup device built into the memory component of the Alco-Sensor IV which should last up to 10 years.  This battery backup allows the Alco-Sensor IV to retain test memory, date and time when the 9-volt alkaline battery is removed or fails.

Call 1-800-742-4909 for Intoximeter supplies and Breath Alcohol Training
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